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 280 　2/3 CCD

54.7 fps (Full frame)

 1920 (H) x 1440 (V)

　4.54 μm(H) x 4.54 um(V)

　   8/10/12bit,　 8/10/12bit

H/V (Monochrome)

 (Mini Camera Link, CoaXPress, GigE Vision, USB 3 Vision)

(ALC: Automatic Level Control ) 

 (Zoom, Focus, Iris) 

 C
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EL-2800 family

1920 x 1440   54.7 FPS Elite Series
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221-0052 10-35
Phone 045-440-0154  Fax 045-440-0166　

           EL-2800 family 

Mini Camera Link (full) 54.7 fps (Full Frame)
EL-2800M-PMCL (Mono)
EL-2800C-PMCL (Color)

CoaXPress (x1) 54.7 fps (Full Frame)
EL-2800M-CXP (Mono)
EL-2800C-CXP (Color)

GigE Vision (LAG) 54.7 fps (Full Frame)
EL-2800M-GE2 (Mono)
EL-2800C-GE2 (Color)

USB 3 Vision 54.7 fps (Full Frame)
EL-2800M-USB (Mono)
EL-2800C-USB (Color)

DIGITAL I/O -1

POWER/ TRIG

DIGITAL I/O -2

DC IN / TRIGLENS

2/3” CCD

54 MHz

54MHz

(Full Frame) 54.7 frames/sec.

CCD 8.72 mm (h) x 6.54 mm (v)

4.54 μm (h) x 4.54 μm (v)

1920 (h) x 1440 (v)

40.693kHz (1X2-2YE)

1920 (h) x 1440 (v) 54.7 fps 
8 ~ 1440  

2x2  (monochrome)

0.87 lux (no IR cut, shutter off, max. gain, ƒ1.4, 50% video)

 2.2 lux (shutter off, max. gain, ƒ1.4, 50% green)

S/N  61 dB  (Typ., 0 dB ) 
 59 dB (Typ., 0 dB , G-ch)

8/10/12-bit monochrome 
8/10/12-bit raw Bayer, 24-bit_RGB

 -0 dB to +30 dB  
 0 dB to + 27 dB

Manual, one-push auto, or continuous  
(3000K ～ 9000K)

0.45-1.0 (16 steps) or 256-point LUT

GPIO in/out (12-pin )
Line1, PG1, PG2, Software1

Timed(EPS), PIV, Trigger Width, Timed(RCT w/ALC)

10 μs ～ 8  (1 μs )  
Off/Once/

ALC  Frame rate ～ 1/10,000
 0 dB ～ +30 dB (Mono)/+27dB (Color) 

Tracking speeds, max values

P-Iris  Zoom, Focus, Iris　

-5° C to +45° C

-45° C to  +70° C 

20 - 80% ( )
10G (20 Hz to 200 Hz XYZ)

80 G

CE (EN 61000-6-2, EN 61000-6-3),  
FCC part 15 class B, RoHS/WEEE

12V to 24V DC ± 10%. 5.22W typical  
(full frame @ 12V)

C-mount
H x W x L 62 mm x 62 mm x 55 mm
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Remarks

1 GND

2 DC Input +12 ~ +24V

3 GND

4 Iris Video for Auto Iris

5 NC

6 NC

7 NC

8 NC

9 TTL out1

10 TTL In1

11 DC Input +12 ~ +24V

12 GND

Name

1,14 Power DC in

2(-),15(+) O TxOUT0 Data output

3(-),16(+) O TxOUT1

4(-),17(+) O TxOUT2

5(-),18(+) O TxClk CL Clock

6(-),19(+) O TxOUT3 Data output

7(+),20(-) I SerTC (RxD) LVDS serial control
(CC1 only)8(-),21(+) O SerTFG (TxD)

9(-),22(+) I CC1 (Trigger) Trigger input (CC1 only)

10(+),23(-) CC1 (Reserved) (CC1 only)

11,24 NC

12,25 NC

13,26 Shield GND

Name

1 O DRIVE IRIS+ Motorized Lens

2 O DRIVE FOCUS+ Motorized Lens

3 O DRIVE ZOOM+ Motorized Lens

4 O COMMON Motorized Lens

5 GND

6 O P-IRIS OUT1A P-Iris Lens

7 O P-IRIS OUT1B P-Iris Lens

8 O P-IRIS OUT2A P-Iris Lens

9 O P-IRIS OUT2B P-Iris Lens

10 O


